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CRV 7270 Quad HD 
Heavy Duty waterproof 7“ Quad Monitor 
with 4 camera inputs and 1 A/V-input 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Special Features:  

 Possibility of connecting up to 4 cameras and one video source 

 High resolution – supports AHD & CVBS signals 

 5 trigger-inputs 

 Quad & PIP function  

 Capacitive touch screen control 

 Waterproof IP69K & vandal resistant (alu housing)  

 Power supply 9-80V DC 

 

 

 

 
 

  

Display options: 
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Technical Data:  

 7“ TFT LCD Monitor, 16:9 

 Digital display with LED backlight 

 PAL/NTSC 

 Brightness: 400cd/m² 

 Resolution: 1280 * 800 

 Power supply: 9-80V DC 

 Viewing angle: (up/down): 88°/88°, (left/right): 88°/88°  

 Vibration resistant up to 10 G 

 5 Trigger-inputs -  

4x Video-In for cameras (AXION Mini-DIN) / 1x Video-in Cinch  

 Speed switch 

 Auto DAY/NIGHT Detection wiith Auto-Dimmer 

 Built-in speaker 

 Waterproof IP69K & vandal resistant (alu housing) 

 Capacitive touch screen control 

 Parking Distance Marker setting available 

 Operating temperature: -30 °C to +75 °C 

 Dimensions (WxHxD): 193 x 141 x 32 mm 

 Weight: approx. 790 g 
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